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* ATTN: SAFETY SUPERVISOR

I« PRODUCT IDENTIFICATION

PRODUCT NAME: PERMATEXIR) GASKET REMOVER

PART NO.: 4MA UPC CODE: ({79340)- 80646
T -123n

PRODUCT TYPE: AEROSOL CLEANER

1. COMPOSITION

INGREDIENTS T 'BY WT. i HAZARD
METHYLENE CIJILDRIDE 60-65 TLV = 100 PpM %
ISOPROPYL ALCOHOL 10-15 TLVY = 400 PPM %&
XYLENE : 5-10 TLV = 100 PPY ##wx

"NERAL SPIRITS ' <5 TLV = 500 PPM s+ws
OPANE ISDBUTANE PROPELLENT 10-15 TLV = 1000 PPM
DDITIVES 5-10

* METHYLENE CHLORIDE IS AN EYE IRRITANT, IT [S MODERATELY ToxIc BY
INGESTION AnD INHALATION. IT HAS BEEN SHOWN TO CAUSE TUMORS AND
REPRODUCTIVE EFFECTS IN EXPER IMENTAL ANIMALS ON PROLOMNGED INMALATION.
IT ALSO HAS peeN SHOWN TO CAUSE MUTATION EFFECTS IN EXPERIMENTAL
ANIMALS,

*% OVEREXPOSURE Tn ISOPROPYL ALCCHAOL vaAPOR MAY IRRITATE EYES, NOSE AND
THROAT. LiQuip ISOPROPYL ALCOHOL (S AN EYE IRRITANT AND IS MODERATELY
TOXIC BY INGESTION.

®E® XYLENE IS MODERATELY TCXIC BY INRALATION AND INGESTION. TS VAPORS
ARE I[RRITATION TQ THE EYES ABOVE 200 PPM, XYLENE HAS 3EEN SHOWN TO
CAUSE REPRUDUCTIVE EFFECTS IN EXPERIMENTAL ANTMALS WHEN INHALED FOR

PROLONGED PERIGDS. LT ALSO HAS BEEN SHOWN TO CAUSE MUTATION EFFECTS IN
EXPERIMENTAL ANIMALS,

¥exx LTQUID MINERAL SPIRITS ARE MODERATELY IRRITATIONG TQ THE EYES.,
THEY ALSD ARE TOXIC BY INHALATION AND INGESTION,

IT IS Qur pesT TECHINICAL JUDGEMENT THAT WITH PROPER PRECAUTIONS,
NORMAL USE gFf THIS PRODJUCT POSES NO SUCH HAZARDS.,

IT1. CHEMICAL AND PHYSICAL PRNOPERTIES

VAPOR PRESSURE: NOT AVAILABLC SPECIFIC GRAVITY: NGT AVAILABLE
"OR DENSITY: HEAVIER THAN AlIR ROILING PGINT: PROPELLANT-0ELOW QO DEG F
;pBILITY IN WATER: INSOLUBLE PH: ODUES NUT APPLY
PEARANCE: CLEAR LIQUID SPRAY JDCR: MiLp
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V. TOXICITY AND HEALTH HAZARD DATA

TOXICITY?
IRRITANT
TOXIC BY INGESTION

TLV: NOT DETERMINED-SEE SECTION 11
SYMPTOMS UF UVEREXPOSURE:
MAY CAUSE IRRITATION TO SKIN AND UPPER RESPIRATORY TRACT. MAY CAUSE

HEADACHE, NAUSEA, DI1ZZINESS. VAPURS I[N HIGH CONCENTRATION ARE
ANESTHETILC,

EMERGENCY TREATMENT PRUGCEDURES:

INGESTION:
DO NOT INOUCE VOMITING. CALL PHYSICIAN IMMEDIATELY.,

INHALATION:
REMOVE TO FRESH AIR.

SKIN CONTACT:
VSH WITH SOAP AND WATER,

EYE CONTACT:
FLUSH WITH WATER FOR 15 MINUTES. OBTAIN MEDICAL ATTENTION.

PERSONAL PROTECTION:

EYES: :
SAFETY GLASSES FOR PROLONGED USE IN CONFINED AREA.

SKIN:
GLGV@S RECOMMENDED FOR PROLUNGED OR REPEATED CONTACT.

VENTILATION:

PROVIDE ADEQUATE VENTILATION TO MAINTAIN VAPOR CONCENTRATICN BELOW TLV

Ve FLAMMABILITY AND EXPLOSIVE PROPERTIES

FLASH POINT: PROPELLANT-BELOW 20 DEG F MCTHOD: T.C.C.
EXPLUSIVE LIMITS(% 8Y VOLUME IN AIR} LOWER: UNK Z UJPPER: UNK %

RECOMMERDED EXTINGUISHING AGENTS: €02y, FOAM, DRY CHFEMICAL
HAZARDOUS PRULUCTS FORMED QY FIRE OR THERMAL DECOMPOSITION:
OXIDES OF CARBCN, HYDROGEN CHLORIDE

UNUSUAL FIRE UR EXPLOSION HAZARDS:

J0 NOT SPRAY MEAR OPEN FLAME. EXPOSURE TO SUNLIGHT MAY CAUSE BURSTING.

CPYPRESSED GASES:
NAME: PROPANE [SOBUTANE

PRESSURE AT RNUM TEMPERATURE: 52 PSIG

~
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VI. REACTIVITY DATA
STABILITY: l¥| STABLE | | UNSTABLE
HAZARDOUS POLYMERIZATION: I | MAY OCCUR IXI  MAY NOT OCCUR
HAZARDQUS DECOMPQSITION PRODUCTS {NON-THERMAL) ¢
NONE KNOWN .
INCOMPATABILITY:

DO NOT STORE ABOVE 120 DEG F

VIl. SPILL OR LEAK AND DISPOUSAL PROCEDURES

STEPS TO BE TAKEN IN CASE OF SPILL OR LEAK:
REMOVE SOURCES OF I1GNITION. VENTILATE AREA WELL. REMOVE RESIDUE WITH
INERT ABSORBENT.

RECOMMENDED METHODS OF DISPOSAL:

DO NOT INCINERATE. DISPOSE FOLLOWING EPA AND LOCAL REGULATIONS .FOR
_DISPOSAL OF PRESSURIZED CONTAINERS.

VII1. STORAGE AND HANDL ING PROCEDURES

STORAGE:
0O NOT STORE ABOVE 120 DEG F. DO NOT EXPOSE TO DIRECT SUNLIGHT

HANDLING:
D3 NOT PUNCTURE. DO NOT SPRAY NEAR FIRE OR OPEN FLAME.

. [Xe SHIPPING REGULATIONS

TYPE OR CLASS DOT: ORM-D

IATA: CLASS 2 SUBSIDIARY RESH 61
PROPER SHIPPING NAME

DOT: CONSUMER GOMMODITY
IATA: AEROSOL, FLAMABLE, NUS UN1593

PREPARED BY: ROBERT CARTER

TITLE: DIRECTOR, CONSUMER AND TECHNICAL

- JATE: 11/01/85
"SUPERSEDES: NEW ISSUE

.



